
Antenna Mounts

Sector Frame Mount
This mount will fit straight or tapered tower sections with round member legs 2.875 inch OD through 4.5 inch
OD and face widths of up to 14 ft., making it ideal for co-location applications. The frame face width size from
12 to 20 feet will fit most requirements. Mounting pipes are 8 feet long. Al components are hot dip galvanized
after fabrication. Each part number includes mounts for three sectors, mounting pipes, and all hardware
required to attach mount to tower. Illustration below shows one sector only.

Mounts for additional leg diameters available upon request.

Part Number Description
LMF15254A6 3 Sector Frame Mount, 15 feet, 2.875 inch- 4.5 inch OD legs,

6 mounting pipes
LMF15254A9 3 Sector Frame Mount, 15 feet, 2.875 inch- 4.5 inch OD legs,

9 mounting pipes
LMF15254A12 3 Sector Frame Mount, 15 feet, 2.875 inch - 4.5 inch OD legs,

12 mounting pipes
LMF12254A6 3 Sector Frame Mount, 12 feet, 2.875 inch - 4.5 inch OD legs,

6 mounting pipes
LMF12254A9 3 Sector Frame Mount, 12 feet, 2.875 inch - 4.5 inch OD legs,

9 mounting pipes
LMF12254A12 3 Sector Frame Mount, 12 feet, 2.875 inch - 4.5 inch OD legs,

12 mounting pipes
LMF20254A6 3 Sector Frame Mount, 20 feet, 2.875 inch - 4.5 inch OD legs,

6 mounting pipes
LMF20254A9 3 Sector Frame Mount, 20 feet, 2.875 inch - 4.5 inch OD legs,

9 mounting pipes
LMF20254A12 3 Sector Frame Mount, 20 feet, 2.875 inch - 4.5 inch OD legs,

12 mounting pipes
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